CAGE WIRE
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Riverdale Cage Wire is constructed from the finest quality, high tensile wire  FE= o
mesh and is designed to keep your animals safe and secure while minimizing & jmn
the risk of injury. Riverdale cage wire is exceptionally strong and durable ' v
and is the best option for cage and trap construction. Our cage wire is used
for both large and small animals and can be used for a variety of commercial
and consumer applications. Our cage wire is suitable for use in kennels,
farms, zoos, breeding houses, medical facilities and research centers. All of
our products are manufactured in the U.S. at our Massachusetts plant and
our cage wire mesh is tested in-house to ensure the highest quality.

Cage Wire Benefits:
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Low Maintenance ' f Aa
Convenient to clean and easy to move N
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Well Ventilated
Constant air flow keeps humidity down to prevent a buildup of odor

High Visibility
Provides maximum visibility creating a secure and comfortable
environment for the animal
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Versatile Applications
Can be used for many different applications including both indoor and
outdoor usage

Cages
Economical Traps
Anti-Corrosive and built to last it keeps replacement and repair costs down Aviaries

Visually Appealing Enclosures
Comes in a variety of mesh patterns, finishes and colors
Partitions

RIVERDALE MILLS

To learn more visit www.riverdale.com




CAGE WIRE

by Riverdale Mills

0.5” 0.5” 16 0.0625 in

12.70 mm 12.70 mm 1.59 mm

0.5" 1” 16 0.0625in

12.70 mm 2540 mm 1.59 mm
]

0.5” 1" 14 0.080in

12.70 mm 2540 mm 2.03 mm
]

1" 1" 14 0.080in

2540 mm 2540 mm 2.03 mm
]

1" 1.5" 14 0.080in

25.40 mm 38.10 mm 2.03 mm
-]

2" 1" 14 0.080in

50.80 mm 2540 mm 2.03 mm
]

1" 1" 12.5 0.099in

25.40 mm 25.40 mm 2.51 mm
]

1" 1.5" 12.5 0.099 in

2540 mm 38.10 mm 2.5T mm

2" 1" 125 0.099in

50.80 mm 2540 mm 2.51T mm

The sizes listed are the most common. All weights are approximate. Custom mesh sizes and colors are
available upon request. Mesh sizes are measured center to center of wire before coatings are applied.

Finishes PVC Colors
@ STAINLESS STEEL
© GAW WITH PVC COATING
@ GALVANIZED BEFORE WELDING (GBW)
@ GALVANIZED AFTER WELDING (GAW)

Black Green Yellow Blue Red White Gray

Toll Free: 800.762.6374
Outside USA: +1.508.234.8715 « Fax: 508.234.9593

)
sales@riverdale.com « www.riverdale.com = HERIVERDALE

Riverdale Mills Corporation « Northbridge, MA 01534

MADE IN THE USA



