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Applications

Flooring / Slats

Egg Roll Outs

SOFT-STEP™                       

Soft-Step™ is PVC coated wire designed by Riverdale exclusively for 
poultry use. Soft-Step™ was developed when our team of engineers 
discovered a need for safer and more sanitary flooring in breeder and 
broiler houses. Soft-Step™ is manufactured using premium high-tensile 
steel wire and protected with Riverdale’s proprietary Galvanized after 
Welding process and fuse-bonded PVC coating. Our manufacturing 
standards ensure product durability and longevity that gives farmers 
and breeders a lasting solution that cuts down on bacteria levels and 
improves manageability. 

Soft-Step™ Benefits:

Low Maintenance 
Easy to clean and no broken slats to replace

Increased Ventilation
Allows better airflow thereby reducing moisture and odor

Corrosion Resistant
A protective PVC coating prevents rust and rot

Exceptionally Durable
Built to support high weight loads without bending and breaking

Lightweight
Can be easily lifted and carried

To learn more visit www.riverdale.com
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Mesh 
Size Gauge Width

Approx. 
Weight

Wire 
Diameter

1” x 1” 14 0.080 in 55       

kg./10 sq. meters26.85

48”

25.40 mm x 25.40 mm 121.92 cm2.03 mm

Length

100’

30.48 m

lbs./100 sq. ft

0.75” x 3” 12.5 0.099 in 70       

kg./10 sq. meters34.18

48”
19.05 mm x 76.20 mm 121.92 cm2.51 mm

100’

30.48 m

lbs./100 sq. ft

1” x 1” 14 0.080 in 55       

kg./10 sq. meters26.85

60”

25.40 mm x 25.40 mm 152.40 cm2.03 mm

100’

30.48 m

lbs./100 sq. ft

0.75” x 3” 12.5 0.099 in 70       

kg./10 sq. meters34.18
60”

19.05 mm x 76.20 mm 152.40 cm2.51 mm
100’

30.48 m

lbs./100 sq. ft

MADE IN THE USA

SOFT-STEP™
                                                                           by Riverdale Mills

Finishes
PVC Colors

The sizes listed are the most common. All weights are approximate. Custom mesh sizes and colors are 
available upon request. Mesh sizes are measured center to center of wire before coatings are applied.


